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UNI450
ML660M Module

LTE Cat.4 Module M.2 Packaging

ML660M is UNI450’s latest LTE Cat.4 wireless communication module.lt supports download
speeds up to150Mbps and upload speeds up to 50Mbps.This is the M.2 type Cat.4 module
with excellent RF performance.lt can support LTE B31 and B72 dual band in the same
module,so customers do no need to prepare separated SKUs for these two 450MHz bands.

It can support diversity reception and MIMO,optimizes data transmission speed and improves
communication quality.The module integrates hardware interfaces such as USB/UART,and
can be widely used in industrial routers,security and surveillance equipments,Laptop,Push to
Talk smartphones,CPE and POS terminals etc.

NKey Technologies

State-of-the art 450MHz RF front-end design providing
superior performance

Unique design supporting both 450MHz bands 31 and 72
in the single SKU

Multiband support for roaming into public 800,1800 MHz
networks

Standard M.2 card for easier integration into existing
devices

Embedded -40°C~85°C
Supports high speed USB2.0 interface TCP/IP
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UNI450

ML660M Module

LTE Cat.4 Module'M.2 Packaging

MNBasic Features:
Package:M.2 75pin
Size:42*30.6*3.6mm
Weight :about 10g

NModule Speed

LTE-FDD (Cat.4): Max 150Mbps(DL)/50Mbps(UL)
LTE-TDD (Cat.4): Max 130Mbps(DL)/35Mbps(UL)

MNDrivers & Tools

Drivers:Window, Linux 2.6 and above,
Android 4.0 and above

Tools:Broadcast upgrade tool
FOTA upgrade

NProtocols

EEM/ECM/RNDIS/TCP/UDP/HTTP(s)/
FTP

NModule Interfaces

High speed USB 2.0
1xHardware Reset

Flight Mode

LED Indicator

SIM card interface (1.8 /3.0V)
Antenna interface: LTE Main/Div
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NCertifications

CE/ROHS
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NTemperature and Humidity
Working temperature:-40°C to 85°C

Storage temperature:-45°C to 90°C
Humidity:5%~95%

MNTransmission Power

LTE-FDD 23+2dBm
LTE-TDD 23+2dBm

NOrdering Information

Product number Band RX Diversity Dual SIM

ML660ME LTE-FDD:B3/20/31/72 Supported Optional

ML660MI LTE-FDD:B31/B72 Supported Optional

ML660MR BSHARIEH 3 Supported Optional
LTE-TDD:B62

UNI450 is the registered trade mark of Unitac Technology Limited
Document version: UTML660PM2021030036V10UCP
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